
I P Net w or k  Vid eo  Cam er as 

 
The I P022 is a cost -effect ive  I P colour 
video cam era capable of t ransm it t ing 
up to 25 pictures per second on any I P 
Network. 
 
I t  can deliver live or t im e- lapsed video 
sim u l t an eou sly  t o  a n u m ber  of 
r e ce i v i n g  d e v i ces a n d  i s  f u l l y 
com pat ible with the Sirrus I PVR range 
of network video recorders. 

Mu l t ip le  Sim u l t an eou s Feed s 

Unlike m any I P video cam eras, the I P022 
is capable of feeding several d i f f er en t  
st ream s of video sim u l t an eou sly  to 
different  recipients or devices.    
 
For exam ple, I P022 can feed a live video 
st ream  for one or several operat ives to 
view, while a t  t h e sam e t im e delivering 
a t im e- lapse im age sequence to a 
Network Video Recorder such as the 
Sirrus I PVR-160 or I PVR-212.  

 
The I P022 can be connected to any 10/  
100Mbit  Ethernet  LAN. I t  can also be used 
over Wireless Ethernet  or via a standard 
router through ADSL or other broadband 
WAN technologies. 

Et h er n et  an d  Br oad b an d   
Com p at ib le 

I n t eg r at ed  W eb ser v er , FTP 
Ser v er , Em ai l  Tr an sm i t t er   

I ntegrated within the I P022 are both an 
HTTP Server and FTP Server.  I m ages can 
be viewed with a standard browser, or 
uploaded autom at ically to a rem ote 
server by FTP.  Alarm - tr iggered im ages 
can be sent  by FTP or even by direct  E-
m ail from  the device.   

Mu l t ip le  Reso lu t ion s 

Further, the I P022 can feed differing 
resolut ion im ages to the different 
recipients—perhaps a CI F resolut ion 
(352x288)  im age st ream  for live viewing 
at  m odest  bandwidth, and at  the sam e 
t im e also a t im e- lapsed recording 
sequence in fu ll 4CI F resolut ion 
(704x576) .     
 
For the first  t im e this capability allows the 
two differ ing situat ions — that  of viewing 
and recording — to be properly given the 
r ight  kinds of video st ream  by one 
t ransm it ter.  

Recor d in g  So lu t ion s 

To see how the I P022 can form  part  of 
an integrated network- v iew ing and 
digital video- recording solut ion, visit  the 
Sir rus websit e for  det ai ls of  our 
com panion I PVR series Network Video  
Recorders. 

I P0 2 2  Co lou r  Cam er a 

Sirrus Group plc  
Runnymede Malthouse  Runnymede Road 
Egham Surrey TW20 9BD UK 
t  07000-SIRRUS   or  01784-430555      
f  01784-497006   e sales@sirrus.co.uk    
w www.sirrus.co.uk 
 
Specifications are subject to change without notice   

Represented by :  



Vid eo  

CPU:                 Tr im edia PNX1300 
RAM:                 16MB SDRAM 
ROM:                2MB Flash Rom 

Dim en sion s  

W eig h t  

Pow er  

Sp eci f i cat ion  

Net w or k in g  Secu r i t y  

En v i r on m en t  

EMI  an d  Saf et y  

Sy st em  

I P0 2 2  

Com pression:     MJPEG 
 
Video I / O:          1 analogue video output  
                       BNC Connector 
                       PAL Colour. 1V P-P into 75 Ohm s 
 
Features:           Adjustable im age size and quality 
                       B/ W or colour cont rol. 
                       Tim e stam p and text  overlay. 
 
Resolut ion:        Upto 25 FPS at   QCI F (176 x 144)  
                       Upto 25 FPS at     CI F (352 x 288)  
                       Upto 8 FPS at     4CI F (704 x 576)  NET:                  380g 

 
Protocol:           TCP/ I P, HTTP, SMTP, FTP, Telnet ,       
                       NTP, DNS and DHCP. 
 
Ethernet :           10 base T or 100 base T Fast              
                       Ethernet  auto negot iat ion. 

Cam er a 

Sensor:                   1/ 4”  CCD, 512(H)  x 582(V)  pixels 
Elect ronic Shut ter:  1/ 50Ð 1/ 100,000 sec. 
Sensit ivity:              1 Lux /  F2.0 
Funct ions:                AGC, AWB, AES 

Len s 

Standard CS m ount .  
Fixed I r is 6.0m m F2.0 lens supplied, approx 30°  HFOV 

Adm inist rator  and user group protected. 
Password authent icat ion. 
Dem o account  with lim itat ion by adm inist rator. 

Gen er a l  I / O 

1 sensor input  m ax. 12VDC 50mA 
1 relay output  m ax. 24VDC 1A /  125VAC 0.5A 

I ncluded PSU:   100-240VAC, 50/ 60Hz, 0.4 A. 
Output  :            12VDC, 1.5A.  
Cam era  Power Consumpt ion 5.4W. 

Tem perature:       0~ 50 C(32~ 122 F)  
Humidity:            95%  RH 

CE, FCC 

        View  w i t h  Si r r u s VideoCon so le Su i t e  

Recor d  w i t h  Si r r u s I PVRs 

 Br ow se Dir ect l y  


