The Sirrus IPFD-303 is an integrated IP
Network Camera with fully motorised
remote-controlled Pan & Tilt function.

The camera can be viewed and
controlled via a local or wide-area
network, or even the Internet. It is
capable of transmitting up to 30
pictures per second on any IP Network.

It can deliver live or time-lapsed video
simultaneously to a number of
receiving devices and is fully
compatible with the Sirrus IPVR range
of Network Video Recorders and
Sirrus’ VideoConsole viewing client
software.

Unlike many IP video cameras, the 1P303
is capable of feeding several different
streams of video simultaneously to
different recipients or devices.

For example, IPFD-303 can feed a live
video stream for one to view, while at
the same time delivering a time-lapse
image sequence to a network digital video
recorder such as the Sirrus IPVR-160 or
IPVR-212.

Integrated within the IPFD-303 are both
an HTTP Server and FTP Server. Images
can be viewed with a standard browser,
or uploaded automatically to a remote
server by FTP. Alarm-triggered images
can be sent by FTP or even by direct E-
mail from the device.
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The IPFD-303 can be connected to any 10
or 100 Mbit Ethernet LAN. It can also be
used via a standard router through I1SDN,
or PSTN or via ADSL or other broadband
WAN link technologies.

To see how the IPFD-303 can form part of
an integrated network-viewing and digital
video-recording solution, visit the Sirrus
website for details of our companion
IPVR-160 and IPVR-212 series Network
Video Recorders.

Sirrus Group plc

Runnymede Malthouse Runnymede Road Egham
Surrey TW20 9BD UK

t 07000-SIRRUS or 01784-430555

f 01784-497006 e sales@sirrus.co.uk

W VWWW.SIITUS.CO.UK

Specifications are subject to change without notice

Represented by :




Pan/ Tilt

Pan range: 0° to 135°
Video - Integrated I P encoder Tilt range: 10° - 90°
Presets Positions: 6

Compression:  MJPEG Autopan and Autopatrol.

IP and RS485 Control

Video : Colour, PAL
Features: Adjustable image size and quality Dimensions
120 x 116.5 (D x H)
Resolution: Up to 30 FPS at QCIF (176 x 144)
Up to 30 FPS at CIF (352 x 288) Weight
Up to 20 FPS at  VGA (640 x 480)
NET: 7659
Networking
Security
Protocol: TCP/IP, HTTP, SMTP, FTP, NTP, Administrator and user group protected.
DNS, DDNS, ARP and DHCP. Password authentication.
Demo account with limitation by administrator.
Ethernet: 10 base T or 100 base T Fast
Ethernet General I/ O
Comms: PPPoe 1 sensor input max. 12VDC 50mA NO/NC
1 relay output max. 24VDC 1A/ 125VAC 0.5A
System
y Power
Os: uCLinux
RAM: 64MB SDRAM 12VDC +/- 10%
Flash: 16MB Flash Memory Camera Power Consumption 6W.
Camera Environment
Sensor: 1/3” CCD, 512(H) x 582(V) pixels )
Electronic Shutter: 1/50—1/100,000 sec. femperature: 545 C (40 o 113 P
Sensitivity: 0.2 Lux / F2.0 umidity: 0" 0
Functions: AGC, AWB, AES, BLC EMI and Safety
Lens CE, FCC

Board Lens 3.6mm / F2.0
(Optional f 2.5/ 4.3/6.0/8.0/12/ 16 mm )
Video Drive Iris Control

View with Sirrus VideoConsole Suite

Browse Directly

Record with Sirrus | PVRs




